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Aircraft Refueling

Suction & Discharge

EHJO002 Aircraft Refueling Discharge

Application: Ground refueling of aircraft, up to 30% aromatic content:
EN1361 Type C

Tube: NBR rubber

Reinforcement: High-tensile synthetic textile braid

Cover: CR blend

Temp: -30°C to +65°C, (-22°F to +149°F)

Pressure: 20,7 bar / 300 psi

EHJO003 Aircraft Refueling Suction & Discharge

Application: Ground aircraft refueling S & D, up to 30% aromatic content:
EN1361 Type E

Tube: Nitrile blend

Reinforcement: High-tensile synthetic textile with a dual steel helical wire,
and dual anti-static copper wire

Cover: CR blend

Temp: -30°C to +65°C, (-22°F to +149°F)

Pressure: 20,7 bar / 300 psi

Dock

EHP506 & EHP507 nght Duty Dock Qil Suction & Discharge

Application: S & D of petroleum products,up to 50% aromatic content:
EN1765 Type S

Tube: NBR

Reinforcement: High-tensile synthetic textile dual steel helical wire and
anti-static copper wire

Cover: CR blend

Temp: -30°C to +82°C, (-60°F to +180°F)

Pressure: 10,5 bar / 150 psi

Dispensing

EHP511 Petroleum Dispensing

Application: Gasoline dispensing: UL 330 Type 3
Tube: NBR blend Reinforcement: 1-wire braid Cover: NBR blend
Temp: -40°C to +85°C, (-40°F to +185°F)

EHP510 Petroleum Dispensing

|
|

Application: Gasoline dispensing: TS EN 1360 Type 3-M-NT
Tube: NBR blend Reinforcement: 1-wire braid Cover: CR blend
Temp: -30°C to +55°C, (-22°F to +131°F)

Pressure: 16 bar / 232 psi

EHP509 Petroleum Dispensing

!

Application: Gasoline dispensing: UL 330 Type 1

Tube: NBR blend Reinforcement: High-tensile synthetic textile and
anti-static copper wire Cover: NBR blend

Temp: -40°C to + 85°C, (-40° F to + 185°F)

EHP508 Petroleum Dispensing

Application: Gasoline dispensing: TS EN 1360 Type 1-M-NT

Tube: NBR blend Reinforcement: High-tensile synthetic textile and
anti-static copper wire Cover: CR blend

Temp: -30°C to +55°C, (-22°F to+131°F)

Pressure: 16 bar / 232 psi

.=
N

H1193 ROYALFLEX™ Petroleum

Application: Transfer of petroleum products

Tube: Nitrile blend Reinforcement: 100% polyester and helical wire
Cover: Nitrile blend

Temp: -29°C to +82°C, (-20°F to +180°F)

Pressure: 14-21 bar / 200-300 psi

EHP522 Heavy Duty Petroleum/Qil Suction & Discharge

Application: High-pressure suction and discharge of petroleum products
with aromatic content up to 50%

Tube: NBR blend Reinforcement: High-tensile synthetic textile with helical
wire and anti-static copper wire Cover: NBR blend (RMA Class A)

Temp: -35°C to +70°C, (-31°F to +158°F)

Pressure: 20,7 bar / 300 psi

EHP518 Petroleum/Qil Suction & Discharge

Application: Suction and discharge of petroleum products: EN12115 Type SD
Tube: NBR Reinforcement: High-tensile synthetic textile steel helical wires
and dual anti-static copper wires Cover: NBR blend

Temp: -20°C to +70°C, (-4°F to +158°F)

Pressure: 16 bar / 230 psi

EHP516 Petroleum/Qil Suction & Discharge

Application: Suction and discharge of petroleum products: EN1761 Type SD
Tube: NBR blend Reinforcement: High-tensile synthetic textile dual steel
helical wires and dual anti-static copper wires Cover: NBR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 16 bar / 230 psi

EHP514 Petroleum/Qil Suction & Discharge

Application: Suction and discharge of petroleum products:

EN1360 Type 2 CATM

Tube: NBR

Reinforcement: High-tensile synthetic textile dual steel helical wires and
dual anti-static copper wires Cover: Channeled CR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 16 bar / 230 psi

H0327 JAGUAR™ Heavy Duty Petroleum S & D

Application: Suction and discharge of petroleum products
Tube: Vinyl nitrile Reinforcement: 2-ply fiber with helical wire
Cover: Vinyl nitrile

Temp: -40°C to +82°C, (-40°F to +180°F)

Pressure: 17,2 bar / 250 psi

EHP502 High Pressure Petroleum/Qil S & D

Application: Suction & discharge of petroleum products

Tube: NBR blend Reinforcement: High-tensile synthetic textile helical wire
and anti-static copper wire Cover: NBR blend

Temp: -35°C to +70°C, (-31°F to +158°F)

Pressure: 17,2 bar / 250 psi

EHP521 PUMA™ Cold Temperature S & D

Application: Suction & discharge of petroleum products

Tube: NBR Reinforcement: High-tensile synthetic textile with dual helical
wires and anti-static copper wire Cover: Flat corrugated NBR blend
Temp: -65°C to +80°C, (-67°F to +176°F)

Pressure: 10,5 bar / 150 psi
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EHP519 PUMA™ Flat Corrugated Suction & Discharge

Application: Suction & discharge of petroleum products

Tube: NBR blend

Reinforcement: High-tensile synthetic textile dual steel helical wires and dual
anti-static copper wire

Cover: Flat corrugated NBR blend

Temp: -40°C to +82°C, (-40°F to +180°F)

Pressure: 10,5 bar / 150 psi

H0363 PUMA™ Suction & Discharge

Application: Suction & discharge of petroleum products

Tube: Vinyl nitrile blend Reinforcement: Fiber 2- or 4-ply with dual helical
wires and anti-static copper wire Cover: Vinyl nitrile blend

Temp: -40°C to +82°C, (-40°F to +180°F)

Pressure: 10,5 bar / 150 psi

H0369 BOBCAT™ Corrugated Light Duty

Application: Transfer and blending of petroleum products; transfer of crude
oil, salt water, slurries and non-potable water

Tube: Vinyl nitrile Reinforcement: 2-ply fiber with dual helical wires

Cover: Corrugated vinyl nitrile blend

Temp: -40°C to +82°C, (-40°F to +180°F)

Pressure: 7,0-10,5 bar / 100-150 psi

EHP505 Channeled Petroleum/Qil S & D

Application: Suction and discharge of petroleum products with aromatic
content up to 50%

Tube: NBR blend

Reinforcement: High-tensile synthetic textile dual steel helical wires and dual
anti-static copper wire

Cover: Channeled CR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 10,5 bar / 150 psi

EHP503 Flat Corrugated Tank Truck

Application: Suction and discharge of petroleum products

Tube: NBR blend

Reinforcement: High-tensile synthetic textile with a single steel helical wire
and anti-static copper wire

Cover: Flat corrugated NBR blend

Temp: -35°C to +70°C, (-31°F to +158°F)

Pressure: 10,5 bar / 150 psi

EHP512 Corrugated Petroleum/Oil S & D

- ——

Application: Suction and discharge of petroleum products with aromatic
content up to 50%

Tube: NBR blend

Reinforcement: High-tensile synthetic textile helical wire and anti-static
copper wire

Cover: Corrugated NBR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 10,5 bar / 150 psi

EHP500 Petroleum/Qil S & D

Application: Suction and discharge of petroleum products

Tube: NBR blend

Reinforcement: High-tensile synthetic textile with a single steel helical wire
and anti-static copper wire

Cover: NBR blend

Temp: -35°C to +70°C, (-31°F to +158°F)

Pressure: 10,5 bar / 150 psi

HO0436 Light Duty Petroleum S & D

Application: Suction and discharge of petroleum products
Tube: Vinyl nitrile

Reinforcement: 2-ply fiber with dual helical wire

Cover: Vinyl nitrile

Temp: -40°C to +71°C, (-40°F to +160°F)

Pressure: 7,0 bar / 100 psi

Discharge
EHP517 Petroleum/Qil Discharge

Application: Discharge of petroleum products, aromatic content up to 50%:
TS EN12115 NBR Type D

Tube: NBR blend

Reinforcement: High-tensile synthetic textile and dual anti-static copper wire
Cover: Synthetic rubber

Temp: -20°C to +70°C, (-4°F to +158°F)

Pressure: 16 bar / 230 psi

EHP515 Petroleum/Qil Discharge

Application: Discharge of petroleum products, aromatic content up to 50%:
EN1761 Type D

Tube: NBR blend

Reinforcement: High-tensile synthetic textile and dual anti-static copper wire
Cover: NBR blend

Temp: -20°C to +70°C, (-4°F to +158°F)

Pressure: 16 bar / 230 psi

EHP513 Petroleum/Qil Discharge

Application: Discharge of petroleum products, aromatic content up to 50%:
EN1360 Type 1

Tube: NBR

Reinforcement: High-tensile synthetic textile and dual anti-static copper wire
Cover: CR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 16 bar / 230 psi

EHP504 High Pressure Petroleum Discharge

Application: Discharge of petroleum products, aromatic content up to 50%
Tube: NBR blend

Reinforcement: High-tensile synthetic textile and anti-static copper wire
Cover: NBR blend

Temp: -35°C to +70°C, (-31°F to +158°F)

Pressure: 17,2 bar / 250 psi

EHP501 Petroleum/Qil Discharge

Application: Discharge of petroleum products, aromatic content up to 50%
Tube: NBR blend

Reinforcement: High-tensile synthetic textile and dual anti-static copper wire
Cover: NBR blend

Temp: -30°C to +70°C, (-22°F to +158°F)

Pressure: 10,5 bar / 150 psi

H901 BOSTON BULLDOG™ Fuel Oil

Application: Fuel oil transfer for residential and/or commercial delivery
Tube: Nitrile rubber (RMA Class A) Reinforcement: Double fiber braid
Cover: Vinyl nitrile rubber

Temp: -40°C to +82°C, (-40°F to +180°F)

Pressure: 17,2 bar / 250 psi

EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014 I-3



Introduction and Safety Information
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Petroleum Hose Safety Information

Important!

AWARNING: Testing can be dangerous and should be
done only by trained personnel using proper tools

and procedures. Failure to follow such procedures might

result in serious injury, death, or damage to property.

AWARNING: Failure to properly follow the
manufacturer’'s recommended procedures for the
care, maintenance, and storage of a particular hose may
result in its failure to perform in the manner intended and
may result in serious injury, death, or damage to property.

AWARNING: Consult with the Coupling Manufacturer

to make sure you choose the correct coupling and
proper assembly for the application. Such matching of
hose and couplings, and assembling of couplings, should
be performed only by trained personnel using proper tools
and procedures. Failure to follow manufacturer’s
instructions or failure to use trained personnel may result
in serious bodily injury and/or property damage.

Environmental Resistance
* The tube and cover materials of the Eaton industrial hose are

designed to assure maximum life and top value. They are
sophisticated hoses for demanding jobs.

Remove the Guesswork from Selecting, Buying and

Using Critical Application Hose

*When you are handling hazardous material, it is critical to
select the proper hose. Eaton products’ high visibility
branding and color coding removes the guesswork for hose
selection.

Built to Make Work Faster, Easier and Safer

» Moving and connecting hose several times a day isn't easy
work. Each of the industrial hose is designed to be easy to
handle as safety and job performance will allow.

The Eaton Reputation for Quality
« Your assurance of dependable performance.

WARNING: Never use a hose to transfer material it

is not specifically meant to transfer. Doing so could
deteriorate the hose and result in leaking, hose bursting,
or end blow-offs. This could lead to serious personal injury
or death. Always transfer material in a hose that is
designed specifically to transfer that material. This
information is listed in this catalog.

WARNING: If cover blisters exist, be careful not to

pop them. If the hose was damaged in such a way
that material was allowed to leak between the cover and
inner tube, the blisters may contain this material. If the
material is hazardous and splatters when the blisters are
popped, it could cause . serious physical injury.

AWARNING: Kinks can cause hose to burst, leading
to bodily harm.
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Refer to warnings and safety
PetrO]eum A information on pages O-1— 0-16.
Aircraft Refue]ing Use of dam_aged hos_e or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHJ002 Aircraft Refueling Discharge
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Construction: Application: Markets: Type of Couplings:

Tube: NBR blend « For ground refueling « Aircraft refueling * API couplings

Reinforcement: High-tensile of aircraft

synthetic textile braid . Contact coupling manufacturer for

Cover: CR blend For use W't.h petroleum attachment procedure and other
products with aromatic coupling recommendations

content up to 30%
Operating Temperature:

-30°C to +65°C
(-22°F to +149°F)

# (e} Q| © | M i
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft [ mtr ft

EHJ002-12- MXX'| 100 191 19,0 0.75 29( 114 20,7 300( 83,0( 1200 113| 4.45| 0,52| 0.35|40-61| 100

EHJ002-16- MXX'| 100 25| 25,4| 1.00 38| 1.50( 20,7| 300| 83,0 1200| 150| 5.91| 0,84| 0.56|40-61| 100
EHJ002-20- MXX'| 100 31| 31,8 1.25 45( 1.77| 20,7| 300| 83,0( 1200| 190| 7.48| 1,00| 0.67|40-61| 100
EHJ002-24- MXX'| 100 38| 381| 1.50 51| 2.01| 20,7| 300| 83,0 1200| 225| 8.86| 1,16| 0.78|40-61| 100
EHJ002-32- MXX'| 100 51| 50,8| 2.00 65| 2.66( 20,7| 300| 83,0( 1200| 275|10.83| 1,71| 1.15]|40-61| 100
EHJ002-40- MXX'| 100 60 63,5 2.50 79( 3.11| 20,7 300( 83,0( 1200 300| 11.81| 2,07| 1.39|40-61| 100
EHJ002-48- MXX'| 100 80| 76,2| 3.00 92| 3.62| 20,7| 300| 83,0( 1200| 300| 11.81| 2,68| 1.73]|40-61| 100
EHJ002-64- MXX [ 100 102|101,6| 4.00| 120| 4.72| 20,7| 300| 83,0| 1200| 450( 17.72| 3,76| 2.53[40-61| 100
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Petroleum
Aircraft Refueling

EHJO003

Construction:
Tube: Nitrile blend

Reinforcement: High-tensile
synthetic textile with a dual
steel helical wire for smaller
sizes and dual helical wire and
dual anti-static copper wire

Aircraft Refueling Suction & Discharge
EN1361 Type E

Application:
« For ground refueling and
fuel discharge of aircraft

For use with petroleum
products with aromatic
content up to 30%

Markets:
« Aircraft refueling

A Refer to warnings and safety
information on pages O-1— 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* API couplings

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Cover: CR blend

Operating Temperature:

-30°C to +65°C
(-22°F to +149°F)

N 7
# (@) Q1O M| X| 2 | H
Max Oper Burst Minimum

Part No. Hose I.D. Hose 0.D. Pressure | Pressure | Bend Radius | Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft mtr ft
EHJ003-12- MXX'| 100 19| 19,0( 0.75 31| 1.22] 20,7| 300| 831200 13| 4.45|94,8| 28| 0,69| 0.46| 40-61( 100
EHJ003-16- MXX|100| 25| 254 1.00 39| 1.54| 20,7| 300 83|1200| 150| 5.91|94,8| 28| 0,97 0.65| 40-61| 100
EHJ003-20- MXX|100| 31| 31,8| 1.25 46| 1.81| 20,7| 300 83|1200| 190| 7.48|94,8| 28| 1,22 0.82| 40-61| 100
EHJ003-24- MXX|100| 38| 38,1| 1.50 b3| 2.09| 20,7| 300| 83|1200| 225| 8.86|94,8| 28| 1,59| 1.07| 40-61( 100
EHJ003-32- MXX|100| 51| 50,8 2.00 67| 2.64| 20,7| 300| 83|1200( 275|10.83|94,8| 28| 2,32| 1.56| 40-61( 100
EHJ003-40- | MXX|100| 60| 63,5| 2.50 81| 3.19( 20,7| 300| 83|1200| 300f 11.81] 94,8 28| 2,86| 1.92| 40-61| 100
EHJ003-48- | MXX|[100| 80| 76,2 3.00 95| 3.74| 20,7| 300 83|1200| 300| 11.81|94,8| 28| 3,70 2.49| 40-61| 100
EHJ003-64- [MXX|[100| 102| 101,6| 4.00| 123| 4.84| 20,7| 300| 83|1200| 450 17.72| 94,8 28| 5,17| 3.48| 40-61| 100
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Dock

EHP506 & EHP507

Light Duty Dock Oil Suction & Discharge
EN1765 Type S

Construction:
Tube: NBR

Reinforcement: High-tensile
synthetic textile dual steel
helical wire and anti-static

copper wire

Cover: CR blend

Operating Temperature:

-30°C to +82°C

(-60°F to +180°F)

Application:

« For suction & discharge of

petroleum products from
tankers and barges
bunkering services

For use with petroleum
products with aromatic
content up to 50%

Markets:
* Petroleum industry
* Tankers
* Barges

Refer to warnings and safety
information on pages O-1— 0-16.

A

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# O Q11| M| X —
Part No. Hose 1.D. Hose 0.D. '\Ig::sgtﬁ:r Plzg;itre BZI::; iglal:irir:ls Vacuum Weight Length
EHP506 mtr | ft [ DN [ mm in mm in bar | psi | bar | psi | mm in kPa [in/Hg| kg/m | lbs/ft [ mtr ft
EHP506-64- | MXX|100| 102| 101,6( 4.00| 128| 5.04| 10,5 150| 41| 600| 500 19.68| 94,8 28| 6,82 4.58[40-61| 100
EHP506-80- | MXX|100| 130| 127,0( 5.00| 156| 6.14| 10,5 150| 41| 600| 650(25.59| 94,8 28| 9,40 6.32[40-61| 100
EHP506-96- | MXX|100| 150| 152,4| 6.00| 185| 7.28| 10,5 150| 41| 600| 750(29.53| 94,8 28(13,15| 8.84[40-61| 100
EHP506-128- | M20 | 20 | 200| 203,2| 8.00| 239| 9.41| 10,5 150| 41| 600| 950 37.40| 94,8 28(18,49( 12.43 20| 20
EHP506-160- | M10 | 20 | 250| 254,0110.00| 293|11.53( 10,5 150| 41| 600| 1200| 47.24| 94,8 28(25,52| 17.16 10( 20
EHP507
EHP507-64- | MXX|100| 102| 101,6( 4.00| 130| 5.12| 15,5 225| 62| 900| 500 19.68| 94,8 28| 6,98 4.69[40-61| 100
EHP507-80- | MXX|100| 130| 127,0( 5.00| 158| 6.22| 15,5 225| 62| 900| 650(25.59| 94,8 28| 9,65 6.49[40-61| 100
EHP507-96- | MXX|100| 150| 152,4| 6.00| 188| 7.40| 15,5 225| 62| 900| 750(29.53| 94,8 28(14,39| 9.67[40-61| 100
EHP507-128- | M20 | 20 | 200| 203,2| 8.00| 242| 9.53| 15,5| 225| 62| 900| 950|37.40( 94,8 28|20,17| 13.56 20| 20
EHP507-160- | M10 | 20 | 250| 254,0110.00| 296|11.65( 15,5| 225| 62| 900| 1200| 47.24| 94,8| 28(27,49|18.48 10| 20
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Pet-ro'l eum A Refer to warnings and safety

information on pages O-1— 0-16.

] 3 Use of damaged hose or improper use
Dlspensmg may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

@ — wnajonad

EHP511 Petroleum Dispensing
UL 330 Type 3
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EATON PETROLEUM DISPENSING EHP511-16

Construction: Application: Markets: Type of Couplings:
Tube: NBR blend « For gasoline dispensing  Petroleum industry * Male NPT
Reinforcement: 1-wire braid « Oil and gas exploration

* Ship building

Cover: NBR blend Contact coupling manufacturer for
attachment procedure and other
coupling recommendations
Operating Temperature:
-40°C to + 85°C

(-40° F to + 185°F)

# o A e —

Minimum
Part No. Hose 1.D. Hose 0.D. Bend Radius Weight Length
mtr ft DN mm in mm in mm in bar psi mm in

EHP511-08BK- >M6 | 100 121 12,7 050| 215( 085| 890| 3.50| 047| 0.32 >6 100

EHP511-10BK- >M6 | 100 16| 159| 062 254 | 100( 890| 350( 058]| 0.39 >6 | 100
EHP511-12BK- >M6 | 100 191 190| 075| 286 113| 890| 3.50| 066| 044 >6 | 100
EHP511-16BK- >M6 [ 100 25| 254 1.00| 349 137| 890 3.50| 082 0.55 >6 | 100
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Petroleum
Dispensing

EHP510

Petroleum Dispensing

TS EN 1360 Type 3-M-NT

EATON PETROLEUM DISPENSING EHP510-16

Construction:

Tube: NBR blend
Reinforcement: 1-wire braid
Cover: CR blend

Operating Temperature:

-30°C to 55°C
(-22°F to 131°F)

Application:
» For gasoline dispensing

Markets:

* Petroleum industry

« Oil and gas exploration
+ Ship building

A Refer to warnings and safety
information on pages O-1— 0-16.

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Male NPT

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# (@) QOO | M —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft | mtr ft
EHP510-08BK- >M6 | 100 121 12,7 1050 | 21,5 0.85| 16,0 | 232 | 48,0 | 696 50 | 1.97 | 0,39 | 0.26 >6 | 100
EHP510-10BK- >M6 | 100 16| 159 062|260 1.02| 16,0 | 232 | 48,0 | 696 65| 2.56 | 0,53 | 0.36 >6 | 100
EHP510-12BK- >M6 | 100 191190 0751290 | 114 | 16,0 | 232 | 48,0 | 696 85| 3.35 | 0,60 | 0.40 >6 | 100
EHP510-16BK- >M6 | 100 2512541100 |365|143| 16,0 | 232|480 | 696 | 130 | 5.12 [ 0,86 | 0.58 >6 | 100

* Product also available BU-Blue, GN-Green, and RD-Red
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Petroleum
Dispensing

EHP509

Petroleum Dispensing
UL 330 Type 1

EATON PETROLEUM DISPENSING UL 330 EHPS02-16

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile and anti-static
copper wire

Cover: NBR blend

Operating Temperature:

-40°C to + 85°C
(-40° F to + 185°F)

Application:
» For gasoline dispensing

Markets:

* Petroleum industry
+ Oil and gas exploration
+ Ship building

A Refer to warnings and safety
information on pages 0-1 — 0-16.

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Male NPT

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

m o IR
Minimum
Part No. Hose I.D. Hose O0.D. | Bend Radius Weight Length
mtr ft DN mm in mm in mm in kg/m | Ibs/ft [ mtr ft
EHP509-08BK- | >M6| 100 12 12,7 {050 | 21,5 [0.85 | 89,0|3.50 [ 0,30 | 0.20 >6 100
EHP509-10BK- | >M6| 100 16 15,9 | 0.62 | 25,4 | 1.00 89,01 350 (0,43 [0.29 | >6 100
EHP509-12BK- >M6 | 100 19 19,0 [ 0.75 | 28,6 | 1.13 89,01 3.60 (0,48 [0.32 | >6 100
EHP509-16BK- | >M6| 100 | 25 25,4 [ 1.00 | 34,9 [ 1.37 89,01 3.50 (0,69 [0.46 | >6 100
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Refer to warnings and safety
PetTO]eum A information on pages O-1— 0-16.
: : Use of damaged hose or improper use
Dlspensmg may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

ispensing

EHP508 Petroleum Dispensing
TS EN 1360 Type 1-M-NT

(=]
|
£
-
L
(=]
]
-
<]
o.

EATON PETROLEUM DISFENSING EHP508-16

Construction: Application: Markets: Type of Couplings:
Tube: NBR blend « For gasoline dispensing * Petroleum industry * Male NPT
Reinforcement: High-tensile . Oil.and gas exploration

synthetic textile and anti-static * Ship building

. Contact coupling manufacturer for
copper wire attachment procedure and other
Cover: CR blend coupling recommendations

Operating Temperature:

-30°C to 55°C
(-22°F to 131°F)

# (e} Q| | M —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft | mtr ft

EHP508-08BK- >M6 | 100 121 12,7| 050( 21,5| 0.85| 16,0| 232| 48,0| 696 50| 1.97| 0,30| 0.20( >6| 100
EHP508-10BK- >M6 | 100 16| 15,9 0.62| 26,0| 1.02| 16,0| 232| 48,0| 696 70( 2.76| 0,43| 0.29 >6| 100
EHP508-12BK- >M6 | 100 191 19,0( 0.75| 29,0 1.14| 16,0 232| 48,0 696 95| 3.74| 0,48| 0.32| >6| 100
EHP508-16BK- >M6 | 100 25| 2541 1.00| 36,5| 1.43| 16,0| 232| 48,0 696 130( 5.12| 0,69 0.46| >6( 100

*For additional colors use BU-Blue, GR-Green or RD-Red.
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A. Refer to warnings and safety
information on pages O-1— 0-16.

SUCtiOﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H1193 ROYALFLEX"™ Petroleum

R |nmHHHIIIIiIiIHIIH1H|1H+I|HIIH§/’-1'

EATON® ROYALFLEX™ 1193 PETROLEUM HOSE | @

1

Construction: Application: Markets: Type of Couplings:
Tube: Nitrile blend « For transfer of petroleum  Petroleum industry * Male NPT
Reinforcement: 100% products « Oil exploration « Cam locks

polyester and helical wire  Tank trucks

« Waste hauling Contact coupling manufacturer for
* Batch plants attachment procedure and other
» Refineries coupling recommendations

Cover: Nitrile blend

Operating Temperature:

-29°C to +82°C
(-20°F to +180°F)

# o Q1| M| x| 2+ | H

Part No. Hose I.D. Hose O.D. “Igf:sgu‘::r P:Z:::tre Btl;l:li:;i':r;::‘rir:]s Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft
H119324 50 38/ 381| 1.50( 50,8| 2.00| 21| 300 62| 900|152,4| 6.00( 100 30| 1,19| 0.80 50
H119324- 100 38/ 38,1| 1.50| 50,8| 2.00| 21| 300 62| 900|152,4| 6.00( 100 30| 1,79| 0.80 100
H119324- 120 38/ 38,1| 1.50( 50,8| 2.00| 21| 300 62| 900|152,4| 6.00( 100 30| 1,79| 0.80 120
H119332 50 51| 50,8| 2.00( 63,5| 2.60| 21| 300| 62| 900(203,2| 8.00| 100| 30| 1,64 1.10 50
H119332- 100 511 50,8| 2.00( 63,5| 2.60| 21| 300| 62| 900(203,2| 8.00| 100| 30| 1,64 1.10 100
H119332- 120 511 50,8| 2.00( 63,5| 2.60| 21| 300| 62| 900(203,2| 8.00| 100| 30| 1,64 1.10 120
H119340- 100 60| 63,5| 2.50| 76,2| 3.00| 21| 300| 62| 900(254,0|10.00| 100| 30| 1,99 1.34 100
H119340- 120 60| 63,5| 2.50| 76,2| 3.00| 21| 300| 62| 900(254,0|10.00| 100| 30| 1,99 1.34 120
H119348 50 80| 76,2| 3.00| 88,9| 3.50 17| 260| 52| 750|304,8(12.00| 100 30 2,98| 2.00 50
H119348- 100 80| 76,2| 3.00| 88,9| 3.50 17| 260| 52| 750|304,8(12.00| 100| 30 2,98| 2.00 100
H119348- 120 80| 76,2| 3.00| 88,9| 3.50 17| 260| 52| 750|304,8(12.00| 100 30 2,98| 2.00 120
H119364 50 | 102| 101,6| 4.00| 114,3| 4.50 141 200 41| 600|406,4(16.00( 100 30| 4,05| 2.72 50
H119364- 100| 102| 101,6| 4.00( 114,3| 4.50 141 200 41| 600|406,4|16.00( 100 30| 4,05| 2.72 100
H119364- 120 | 102| 101,6| 4.00( 114,3| 4.50 141 200 41| 600|406,4|16.00( 100 30| 4,05| 2.72 120
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Suction & Discharge

EHP522

A

Refer to warnings and safety
information on pages O-1— 0-16.

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Heavy Duty Petroleum/Oil Suction & Discharge

Construction:

Tube: NBR blend

Reinforcement: High-tensile
synthetic textile with
helical wire and anti-static

copper wire

Cover: NBR blend

(RMA Class A)

Operating Temperature:

-35°C to +70°C

(-31°F to +158°F)

Application:

« For high-pressure petroleum

suction and discharge

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Tank truck

« Paper/pulp industry
* Oil exploration

+ Ship building

* Batch plants

Type of Couplings:

» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# (@) Q1| M| X -

Part No. Hose 1.D. Hose 0.D. '\Ig::sgtﬁ:r Plzg;itre BZI::; iglal:irir:ls Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft
EHP522-16- MXX|100| 25| 254| 1.00( 36,8 1.45| 20,7| 300| 62| 900 85| 3.35( 85 25| 0,79| 0.53|40-61| 100
EHP522-20- MXX|[100( 31| 31,8( 1.25| 44,0 1.73| 20,7| 300| 62| 900| 100( 3.94| 85| 25| 1,04 0.70|40-61| 100
EHPb522-24- MXX|[100| 38 381| 1.50| 52,2 2.06( 20,7| 300| 62| 900| 125 4.98| 85| 25| 1,63| 1.03|40-61| 100
EHPb522-28- MXX|100| 45( 44,5( 1.75| 59,3| 2.33| 20,7| 300| 62| 900| 175 6.89| 85| 25| 1,78 1.20|40-61| 100
EHP522-32- MXX|100| 51| 50,8| 2.00( 66,8 2.63| 20,7| 300| 62| 900 200| 7.87| 85| 25| 2,25| 1.51(40-61| 100
EHP522-40- [MXX|100| 60| 63,5 2.50| 79,9| 3.15]| 20,7| 300 62| 900| 250| 9.84 85| 25| 2,82| 1.90|40-61| 100
EHP522-48- [MXX|100| 80| 76,2 3.00| 92,0| 3.62| 20,7| 300 62| 900| 300 11.81 85| 25| 3,25 2.19]|40-61| 100
EHP522-56- | MXX|[100| 90| 90,0| 3.560|109,2| 4.30( 20,7| 300| 62| 900| 340(13.39| 85| 25( 4,53| 3.04(40-61| 100
EHP522-64- | MXX|[100| 102| 101,6| 4.00| 120,0| 4.72| 20,7| 300| 62| 900| 440(17.32| 85| 25| 4,88| 3.28(40-61| 100
EHP522-80- | MXX|[100| 130| 127,0| 5.00| 149,8| 5.90( 20,7| 300| 62| 900| 580(22.83| 80| 24| 7.32| 4.92(40-61| 100
EHP522-96- [ MXX|100| 150| 152,4( 6.00| 177,2| 6.98| 20,7| 300 62| 900| 700|27.56|( 80| 24| 9,92| 6.66|40-61| 100
EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014 I-13



Refer to warnings and safety
PetrO]eum A information on pages 0-1 — 0-16.
SU ction & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP518 Petroleum/Oil Suction & Discharge
EN12115 Type SD
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Construction: Application: Markets: Type of Couplings:

Tube: NBR « For suction and discharge * Petroleum industry * Cam and groove
Reinforcement: High-tensile of petroleum * Paper/pulp industry * Combination nipple
synthetic textile steel helical * Oil and gas exploration

wires and dual anti-static For use with petroleum * Shi ildi )

copper wires products withparc())matic . Tsa::z ‘?rﬂ!ilsng gﬁgﬂﬁgﬁf E','Qfe?frgugf.ﬁtﬂiﬁ;m
Cover: NBR blend content up to 50% + \Waste hauling coupling recommendations

Operating Temperature:

-20°C to +70°C
(-4°F to +158°F)

# O] OO || M| X| 2 |

. Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. | Pressure | Pressure | Bend Radius | Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa |in/Hg| kg/m | Ibs/ft | mtr ft
EHP518-12- MXX'| 100 19( 19,0] 0.75 31| 1.22 16| 230 64| 920 125 4.92]194,8| 28| 0,67| 0.45/40-61| 100

EHP518-16- MXX 1100 | 25| 254 1.00 37| 1.46| 16| 230| 64| 920| 150| 5.91| 94,8 28| 0,84| 0.56(40-61| 100

EHP518-20- [ MXX|[100| 31| 31,8| 1.25 441 1.73| 16| 230| 64| 920| 175| 6.89| 94,8 28| 1,04 0.70|40-61| 100

EHP518-24- [MXX|[100| 38| 381| 1.50 51| 2.0 16| 230 64| 920| 225| 8.86( 94,8 28| 1,41| 0.95/40-61| 100

EHP518-32- MXX1100| 51| 50,8[ 2.00 67| 2.64| 16| 230 64| 920| 275(10.83| 94,8 28| 2,21| 1.49(40-61| 100

EHP518-40- [MXX|[100| 60| 63,5| 2.50 791 3N 16| 230 64| 920| 300| 11.81| 94,8 28| 2,74| 1.84|40-61| 100

EHP518-48- [MXX|[100| 80| 76,2| 3.00 92| 362 16| 230| 64| 920 350(13.78| 80,0| 24| 3,30| 2.22|40-61( 100

EHP518-64- [ MXX|[100| 102| 101,6| 4.00| 118| 4.65| 16| 230 64| 920| 450| 17.72| 80,0 24| 4,54 3.05/40-61| 100
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& Refer to warnings and safety
information on pages O-1— 0-16.

SU CtiO'ﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP516 Petroleum/Oil Suction & Discharge
EN1761 Type SD

Construction: Application: Markets: Type of Couplings:

Tube: NBR blend « For suction and discharge * Petroleum industry » Cam and groove

Reinforcement: High-tensile of petroleum products * Paper/pulp industry « Combination nipple

synthetic textile dual steel * Oil and gas exploration

helical wires and dual For use with petroleum * Ship building .

anti-static copper wires products with aromatic «Tank trucks Contact coupling manufacturer for
tent up to 50% _ attachment procedure gnd other

Cover: NBR blend con + \Waste hauling coupling recommendations

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

# (@) Q1] M| X i
Max Oper Burst Minimum
Part No. Hose 1.D. Hose O.D. Pressure | Pressure | Bend Radius | Vacuum Weight Length
mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft

EHP516-12- MXX1100| 19| 19,0| 0.75 31| 1.22| 16,0 230| 48| 690 75| 2.95| 80,0 24| 0,67| 0.45(40-61| 100

EHP516-16- MXX1100| 25| 254]| 1.00 37| 1.46| 16,0| 230 48| 690| 100| 3.94| 80,0 24| 0,81| 0.54|40-61( 100

EHP516-20- [ MXX|100| 31| 31,8 1.25 441 1.73| 16,0| 230| 48| 690| 120( 4.72( 80,0| 24| 1,04/ 0.70|40-61| 100

EHP516-24- [ MXX|100| 38| 381 1.50 51| 2.01| 16,0| 230| 48| 690 140| b5.61| 80,0 24| 1,38| 0.93|40-61| 100

EHP516-32- MXX|100| 51| 50,8| 2.00 67| 2.64| 16,0 230| 48| 690| 190 7.48| 80,0| 24| 2,22| 1.49|40-61| 100

EHP516-40- | MXX|100| 60| 63,5 2.50 79| 3.11| 16,0 230 48| 690| 250| 9.84| 80,0 24| 2,63| 1.77(40-61( 100

EHP516-48- [ MXX|100| 80| 76,2 3.00 92| 3.62( 16,0| 230| 48| 690 300 11.81| 80,0 24| 3,38| 2.27(40-61| 100

EHP516-64- [ MXX|100| 102| 101,6( 4.00| 118| 4.65| 16,0 230| 48| 690| 425|16.73| 80,0| 24| 4,42 2.97|40-61| 100

EHP516-80- [ MXX|100| 130| 127,0( 5.00| 145| 5.71| 16,0 230| 48| 690| 550|21.65( 80,0| 24| 580 3.90|40-61| 100

EHP516-96- [ MXX|100| 150| 152,4 6.00| 172| 6.77| 16,0 230| 48| 690| 640|25.20( 80,0| 24| 8,15 5.48|40-61| 100
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Petroleum
Suction & Discharge

EHP514

Construction:

Tube: NBR

Reinforcement: High-tensile
synthetic textile dual steel

helical wires and dual
anti-static copper wires

Cover: Channeled CR blend

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

Petroleum/Oil Suction & Discharge
EN1360 Type 2 CAT M

Application:
« For suction and discharge
of petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry

* Paper/pulp industry

« Oil and gas exploration
+ Ship building

* Tank trucks

* Waste hauling

A Refer to warnings and safety
information on pages 0-1 — 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# o Q1O M | X F—
Max Oper Burst Minimum

Part No. Hose I.D. Hose O.D. | Pressure | Pressure | Bend Radius [ Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar psi mm in kPa (in/Hg| kg/m | Ibs/ft | mtr ft
EHP514-12- MXX | 100 19| 19,0| 0.75] 30,0f 1.18] 16,0 230| 48,0| 690 100 3.94| 94,8| 28| 0,63| 0.42| 40-61( 100
EHP514-16- MXX|100| 25| 25,4| 1.00( 38,0| 1.50| 16,0| 230| 48,01 690| 150| 5.91|94,8| 28| 0,93| 0.63| 40-61| 100
EHP514-20- MXX|100| 31| 31,8| 1.25| 45,0| 1.77| 16,0 230| 48,0| 690 175| 6.89| 94,8| 28| 1,18| 0.79| 40-61| 100
EHP514-24- MXX|100| 38| 38,1| 1.50| 51,0| 2.01| 16,0 230| 48,0| 690 225| 8.86| 94,8| 28| 1,45| 0.97| 40-61| 100
EHP514-25- MXX|100| 39| 39,6| 1.56| 54,0 2.13| 16,0| 230| 48,0| 690 225| 8.86( 94,8 28| 1,66| 1.12| 40-61| 100
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Refer to warnings and safety
PetrO]eum A information on pages 0-1 — 0-16.

SU ction & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

HO0327 JAGUAR™ Heavy Duty Petroleum Suction & Discharge
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Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile « For suction and discharge of * Petroleum industry * Cam and groove
Reinforcement: 2-ply fiber petroleum products « Paper/pulp industry + Combination nipple
with helical wire * Oil and gas exploration
Cover: Vinyl nitrile * Ship building Contact coupling manufacturer for
* Tank trucks attachment procedure and other
* Waste hauling coupling recommendations

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# Ol O] O M| | |

Max Oper Burst Minimum

Part No. Hose I.D. Hose 0.D. Pressure | Pressure | Bend Radius | Vacuum Weight Length

mtr | ft DN mm in mm in bar | psi | bar | psi mm in kPa |in/Hg| kg/m | Ibs/ft | mtr ft
H032732- 100 511 50,8 2.00| 651| 2.56| 17,2| 250 70(1000| 127,01 5.00( 94,8| 28| 1,24 0.83 100
H032740- 100 60| 63,5 2.60| 77,0 3.03| 17,2| 250 70({1000|190,5| 7.50( 94,8| 28| 1,59 1.07 100
H032748- 100 80| 76,2| 3.00| 90,5| 3.56| 17,2| 250 70({1000|203,2| 8.00(94,8| 28| 1,98 1.33 100
H032764- 100 102| 101,6| 4.00| 115,9| 4.56| 17,2| 250 70(1000| 317,5|12.50( 94,8| 28| 2,90 1.95 100
H032796- 100 | 150| 152,4| 6.00(184,2| 7.24| 17,2| 250 70|1000(| 762,0130.00( 80,0 24| 7,16| 4.81 100
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Suction & Discharge

EHP502

Refer to warnings and safety
information on pages O-1— 0-16.

A

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

High Pressure Petroleum/Oil Suction & Discharge

Construction:

Tube: NBR blend
Reinforcement: High-tensile

synthetic textile helical wire

and anti-static copper wire
Cover: NBR blend

Operating Temperature:

-35°C to +70°C

(-31°F to +158°F)

Application:

« For suction and discharge of
petroleum products

For use with

petroleum

products with aromatic
content up to 50%

Markets:
* Petroleum industry

« Paper/pulp industry

« Oil and gas exploration
* Ship building
* Tank trucks

* Waste hauling

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# o Q|| M| | | H

Part No. Hose I.D. Hose O.D. “Igf:sgu‘::r Pz::jtre BZ!::; iFr;:::irir:.ls Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft
EHP502-16- MXX|100| 25| 25,4| 1.00| 37,0 1.38| 172 250| 52| 750 110| 4.33( 94,8| 28| 0,80| 0.39|40-61| 100
EHP502-20- | MXX|[100| 31| 31,8( 1.25| 44,0( 1.73| 17,2| 250| 52| 750| 145| 5.71| 94,8 28| 1,04| 0.58(40-61| 100
EHP502-24- MXX|[100| 38 38,1| 1.50| 51,0( 2.00( 17,2| 260| 52| 750| 180( 7.09|94,8| 28| 1,37| 0.92|40-61| 100
EHP502-28- MXX|[100| 45( 44,56 1.75| 58,0 2.28| 17,2| 260| 52| 750| 220| 8.66| 94,8| 28| 1,62| 1.09(40-61| 100
EHP502-32- MXX|1100| 51| 50,8| 2.00| 65,0 2.56( 17,2| 250| 52| 750 265|10.43(94,8| 28| 1,89| 1.27|40-61| 100
EHP502-40- |MXX|[100| 60| 63,5 2.50| 79,01 3.11| 17,2| 250 52| 750| 330|13.00| 94,8 28| 2,48 1.67|40-61| 100
EHP502-48- | MXX|[100| 80| 76,2 3.00| 92,0| 3.62| 17,2| 250 52| 750| 400| 15.75| 94,8 28| 3,26 2.19|40-61| 100
EHP502-56- |[MXX|100| 90| 90,0| 3.50| 107,0| 4.21| 17,2| 250 52| 750| 475|18.70( 94,8 28| 4,03| 2.71|40-61| 100
EHP502-64- [ MXX|100| 102| 101,6| 4.00| 118,0| 4.65( 17,2| 250 52| 750| 535(21.06( 94,8 28| 4,31| 2.90|40-61| 100
EHP502-80- |[MXX|100| 130| 127,0| 5.00| 148,0| 5.83| 17,2| 250 52| 750| 685|27.00( 80,0( 24| 7,01| 4.71|40-61| 100
EHP502-96- | MXX|[100| 150| 152,4( 6.00| 175,6| 6.91| 17,2 2560 52| 750| 840|33.02| 80,0 24| 9,63| 6.47|40-61| 100

1-18

EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014



Refer to warnings and safety
PetrO]eum A information on pages O-1— 0-16.

SUCtiOT] & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP521 PUMA™ Cold Temperature Suction & Discharge
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Construction: Application: Markets: Type of Couplings:

Tube: NBR « For suction & discharge of * Petroleum industry » Cam and groove

Reinforcement: High-tensile petroleum products « Paper/pulp industry « Combination nipple

synthetic textile with dual « Oil and gas exploration

Egg(;ilrv\\//\;irrees and anti-static * Ship building Contact coupling manufacturer for
* Tank trucks attachment procedure and other

Cover: Flat corrugated coupling recommendations

NBR blend

Operating Temperature:

-565°C to +80°C
(-67°F to +176°F)

# o] 0|0 M| X

Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. | Pressure | Pressure |Bend Radius| Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi | mm in kPa (in/Hg| kg/m | Ibs/ft | mtr ft

EHP521-48- | MXX | 100 80 | 76,2 | 3.00 | 92,8 | 3.65 | 10,6 | 150 [41,0| 600 | 250 [ 9.84 (94,8 | 28 | 2,85 | 1.92 [40-61 | 100

EHP521-64- | MXX | 100 | 102 [ 101,6 | 4.00 (118,4 | 4.66 | 10,5 | 150 [ 41,0| 600 | 350 [13.78 (94,8 | 28 | 4,04 | 2.71 [40-61 | 100
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A Refer to warnings and safety

information on pages 0-1 — 0-16.

SU ction & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP519 PUMA™ Flat Corrugated Suction & Discharge

Construction: Application: Markets: Type of Couplings:
Tube: NBR blend « For suction and discharge * Petroleum industry * Cam and groove
Reinforcement: High-tensile of petroleum . nger/pulp industryl » Combination nipple
synthetic textile dual steel * Oil and gas exploration
helical wires and dual * Ship building .

Catati . Contact coupling manufacturer for
anti-static copper wire * Tank trucks attachment procedure and other
Cover: Flat corrugated + \Waste hauling coupling recommendations

NBR blend * Well service

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# o Q1| M| X F—
Max Oper Burst Minimum
Part No. Hose 1.D. Hose 0.D. Pressure | Pressure |Bend Radius| Vacuum Weight Length
mtr ft DN mm in mm in bar | psi | bar [ psi | mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft

EHP519-12- | MXX|100| 19 191 0.75( 28,4 1.12| 10,5| 150| 41| 600| 55| 2.17|94,8( 28| 0,47| 0.31| 40-61 100

EHP519-16- | MXX|100| 25 254 100( 352 1.39| 10,5| 150| 41| 600| 75| 2.95(94,8( 28| 0,62| 0.41| 40-61 100

EHP519-20- | MXX|100( 31| 31,8 1.25( 43,2 1.70( 10,5| 150| 41| 600| 90| 3.54|94,8( 28| 0,94| 0.63| 40-61 100

EHP519-24- | MXX|100| 38| 381 150( 49,2 1.94| 10,5| 150| 41| 600| 115 4.53|94,8( 28| 1.10| 0.74| 40-61 100

EHP519-32- | MXX|100| 51| 50,8 2.00( 62,8 2.47| 10,5| 150| 41| 600| 145 5.71|94,8( 28| 1.51| 1.02| 40-61 100

EHP519-40- [ MXX|[100| 60| 63,5 2.50| 78,3| 3.08( 10,5| 150 41| 600| 195| 7.68| 94,8| 28| 2.35| 1.58| 40-61 100

EHP519-48- | MXX|100| 80| 76,2 3.00( 914 3.60( 10,5| 150| 41| 600| 240 9.45|94,8( 28| 2.87| 1.93| 40-61 100

EHP519-64- | MXX|100( 102| 101,6( 4.00( 116,8| 4.60( 10,5| 150| 41| 600| 340(13.39| 94,8 28| 4.05| 2.72| 40-61 100

EHP519-96- | MXX|100| 150( 152,4 6.00( 174,0| 6.85| 10,5| 150| 41| 600| 650(25.59( 94,8 28| 9.54| 6.41| 40-61 100

EHP519-128- | MXX| 20 | 200| 203,2| 8.00(226,6| 8.92( 10,5| 150| 41| 600| 900(35.43( 80,0| 24(13.00| 8.74| 20-40| 20,25
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A Refer to warnings and safety
information on pages O-1— 0-16.

SU CtiO'ﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

H0363 PUMA™ Suction & Discharge

Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile blend « For suction and discharge « Tank truck * Cam and groove
Reinforcement: 2- or 4-ply of petroleum products * Paper/pulp industry + Combination nipple
fiber with dual helical wires « Oil and gas exploration

and anti-static copper wire « Ship building

) o Contact coupling manufacturer for
Cover: Vinyl nitrile blend * Batch plants attachment procedure and other

coupling recommendations

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

# (@) Q1| M| X -

Part No. Hose I.D. Hose O.D. “Igf:sgu‘::r Plzg;itre B';’::SiFr;;lld?LS Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi | mm in kPa |in/Hg| kg/m | Ibs/ft | mtr ft
H036312BK- 100 19 191 0.75| 28,8 1.13| 10,5| 150| 42| 600| 110| 4.33| 94,8| 28| 0,59 0.40 100
HO036316BK- 100| 25| 254 1.00( 38,0| 1.50( 10,5| 150| 42| 600| 152| 5.98| 94,8| 28| 0,91 0.61 100
H036320BK- 100| 31| 31,8 1.25( 45,0| 1.77| 10,5| 150| 42| 600| 190| 7,48(94,8| 28| 1,09 0.73 100
H036324BK- 100| 38| 381 1.560( 52,5 2.07| 10,5| 150| 42| 600| 200| 7.87|94,8| 28| 1,44 0.97 100
HO036332BK- 100| b1 50,8 2.00| 65,0| 2.56| 10,5| 150| 42| 600| 255|10.04| 94,8| 28| 2,01 1.35 100
HO036340BK- 100| 60 63,5 250 77,0 3.03| 10,5| 150| 42| 600| 315|12.40( 94,8| 28| 2,30 1.565 100
HO036348BK- 100| 80| 76,2 3.00( 90,5 3.56| 10,5| 150| 42| 600| 380|14.96( 94,8| 28| 2,93 1.97 100
H036364BK- 100| 102( 101,6| 4.00| 116,3| 4.58( 10,5| 150| 42| 600| 510|20.08| 94,8| 28| 3,78 2.54 100
HO036396BK- 20| 150]| 152,4| 6.00( 174,0| 6.85| 10,5| 150 42| 600( 780|30.71| 94,8| 28| 8,45| 5.68 20
HO036396BK- 25| 150| 152,4| 6.00( 174,0| 6.85| 10,5| 150 42| 600( 780|90.71| 94,8| 28| 8,45| 5.68 25
HO3638ABK- 20| 200| 203,2| 8.00(226,8| 8.93| 10,5| 150 42| 600(1100|43.31| 80,0 24(13,19| 8.86 20
HO3638ABK- 25| 200| 203,2| 8.00(226,8| 8.93| 10,5| 150 42| 600(1100|43.31| 80,0 24(13,19| 8.86 25

***50 ft. lengths available on select items
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Petroleum

Suction & Discharge

HO0369

Construction:
Tube: Vinyl nitrile

Reinforcement: 2-ply fiber
with dual helical wires

Cover: Corrugated vinyl
nitrile blend

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

BOBCAT™ Corrugated Light Duty

Application:

« For transfer and blending
of petroleum products

* Transfer of crude ail,
salt water, slurries and
non-potable water

Markets:

* Petroleum industry

« Oil and gas exploration
* Tank trucks

* Waste hauling

* Batch plants

* Gasoline drop

A Refer to warnings and safety
information on pages 0-1 — 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

iz o O | O | —
Max Oper Burst Minimum

Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length

mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft | mtr ft
HO036932RD 50 51| 50,8| 2.00| 63,5| 250 10,5 150 42,0f 600| 76,2| 3.00| 1,18| 0.79 50
HO036932RD- 100 51| 50,8| 2.00| 63,5| 250 10,5 150 42,0 600| 76,2| 3.00| 1,18| 0.79 100
H036948RD- 100 80| 76,2| 3.00| 88,9| 3.650| 10,56| 150| 42,0 6001270 5.00( 1,86| 1.25 100
H036964RD 50| 102|101,6( 4.00(114,3| 450| 10,5| 150| 42,0| 600|1778| 7.00| 2,38 1.60 50
HO036964RD- 100| 102]101,6| 4.00| 114,3| 4.50 70| 100| 28,0 400(1778( 7.00| 2,38| 1.60 100
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& Refer to warnings and safety

information on pages O-1— 0-16.

SU CtiO'ﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP505 Channeled Petroleum/Oil Suction & Discharge

Construction: Application: Markets: Type of Couplings:

Tube: NBR blend « For suction and discharge * Petroleum industry » Cam and groove

Reinforcement: High-tensile of petroleum « Paper/pulp industry « Combination nipple

synthetic textile dual steel * Oil and gas exploration

helical wires and dual For use with petroleum * Ship building .

anti-static copper wire products with aromatic «Tank trucks Contact coupling manufacturer for
tent ub 10 50% _ attachment procedure gnd other

Cover: Channeled CR blend con P » Waste hauling coupling recommendations

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

# (@) Q1| M| X —
Max Oper Burst Minimum
Part No. Hose 1.D. Hose O.D. Pressure | Pressure |Bend Radius| Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi | mm in kPa (in/Hg| kg/m | Ibs/ft | mtr ft

EHP505-12- [ MXX|100| 19| 19,0( 0.75| 29,0| 1.14| 10,5( 150 31| 450| 50| 1.97|94,8| 28| 0,49| 0.33[ 40-61| 100

EHP505-16- [ MXX|100| 25| 254 1.00( 350| 1.38| 10,5( 1560 31| 450| 70| 2.76|94,8| 28| 0,60| 0.40( 40-61| 100

EHP505-20- [MXX|100| 31| 31,8 1.25| 42,0| 1.65| 10,5 1560 31| 450| 90| 3.54|94,8| 28| 0,81| 0.54( 40-61| 100

EHP505-24- [ MXX|100| 38| 381( 1.50( 48,0| 1.89| 10,5( 1560 31| 450| 105 4.13|94,8| 28| 0,95| 0.64( 40-61| 100

EHP505-32- | MXX|100| 51| 50,8 2.00( 63,0| 2.48| 10,5| 150| 31| 450| 150| 5.91| 94,8| 28| 1,68| 1.06| 40-61| 100

EHP505-40- | MXX|100| 60| 63,5( 250 74,0| 2.91| 10,5| 150| 31| 450| 185| 7.28| 94,8| 28| 1,79| 1.20| 40-61| 100

EHP505-48- | MXX|100| 80| 76,2 3.00( 90,0 3.54| 10,5| 150| 31| 450| 220| 8.66| 94,8| 28| 2,57| 1.73| 40-61| 100

EHP505-64- [ MXX|100| 102| 101,6( 4.00( 117,5| 4.63| 10,5 1560 31| 450| 300 11.81| 94,8| 28| 4,23| 2.84( 40-61| 100

EHP505-80- [ MXX|100| 130| 127,0( 5.00( 146,0| 5.75| 10,5 1560 31| 450| 400(| 15.75| 80,0| 24| 6,02| 4.05( 40-61| 100

EHP505-96- | MXX|100| 150| 152,4| 6.00| 172| 6.77| 10,56| 150| 31| 450| 550| 21.65| 80,0 24| 7,06 4.75| 40-61| 100
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A Refer to warnings and safety
information on pages O-1— 0-16.

SUCtiOﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property

damage. Please consult Eaton catalog or
Technical Support for proper application.

EHP503 Flat Corrugated Tank Truck

Construction: Application: Markets: Type of Couplings:
Tube: NBR blend « For suction and discharge  Petroleum industry » Cam and groove
Reinforcement: High-tensile of petroleum products . nger/pulp industry. « Combination nipple
synthetic textile with a single « Oil and gas exploration

steel helical wire and * Ship building .

Catati . Contact coupling manufacturer for
anti-static copper wire * Tank trucks attachment procedure and other
Cover: Flat corrugated « Waste hauling coupling recommendations
NBR blend

Operating Temperature:

-35°C to +70°C
(-31°F to +158°F)

# o Q1| M| X =
Max Oper Burst Minimum
Part No. Hose 1.D. Hose O.D. Pressure | Pressure [Bend Radius| Vacuum Weight Length

mtr ft DN mm in mm in bar | psi | bar | psi | mm in kPa (in/Hg| kg/m |lbs/ft| mtr ft

EHP503-12BK- | MXX|100| 19| 19,1 0.75| 29,0| 1.14| 10,5| 150| 31| 450 65| 2.17|94,8| 28| 0,46 0.31| 40-61| 100

EHP503-16BK- | MXX|100| 25| 254| 1.00( 36,0| 1.42| 10,5| 150| 31| 450 85| 3.35(94,8| 28| 0,61 0.41| 40-61| 100

EHP503-20BK- | MXX|100| 31| 31,8 1.25| 43,0| 1.69| 10,5| 1560| 31| 450 110| 4.33| 94,8| 28| 0,85 0.57| 40-61| 100

EHP503-24BK- | MXX|100| 38| 381 1.50| 49,0| 1.93| 10,5| 150| 31| 450| 130 5.12| 94,8| 28| 0,99| 0.67| 40-61| 100

EHP503-32BK- | MXX|100| 51| 50,8| 2.00| 63,0| 2.48| 10,5| 150 31| 450( 175| 6.89| 94,8| 28| 1,50| 1.01| 40-61| 100

EHP503-40BK- | MXX|100| 60| 63,5 250 77,0]| 3.03| 10,5| 150| 31| 450 210| 8.27| 94,8| 28| 2,10| 1.41| 40-61| 100

EHP503-48BK- | MXX|100| 80| 76,2| 3.00| 90,0| 3.54| 10,5| 150 31| 450( 250| 9.84| 94,8| 28| 2,60| 1.75| 40-61| 100

EHP503-64BK- | MXX| 100 | 102| 101,6| 4.00( 117,0| 4.61| 10,5| 150| 31| 450| 360( 14.17| 94,8| 28| 3,82| 2.57| 40-61| 100

EHP503-80BK- | MXX| 100 | 130 127,0| 5.00| 145,0| 5.71| 10,5| 150| 31| 450| 480(18.90( 80,0| 24| 6,19| 4.16| 40-61| 100

EHP503-96BK- | MXX| 100 | 150 152,4| 6.00( 172,0| 6.77| 10,5| 150| 31| 450| 600(23.62| 80,0| 24| 8,62| 5.79| 40-61| 100

EHP503-128BK- | MXX| 20 | 200| 203,2| 8.00| 225,0| 8.86| 10,5| 150 31| 450 900|35.43| 80,0| 24(12,43| 8.35 201 20

*Product available in red also use RD as a color indicator when ordering
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Suction & Discharge

EHP512

Refer to warnings and safety
information on pages O-1— 0-16.

A

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Corrugated Petroleum/Oil Suction & Discharge

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile helical wire
and anti-static copper wire

Cover: Corrugated NBR blend

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

Application:

« For suction and discharge
of petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry
« Paper/pulp industry
+ Oil and gas exploration

+ Ship building
* Tank trucks

* Waste hauling

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# (@) Q1| M| X -
Part No. Hose 1.D. Hose 0.D. “Igf:sgu‘::r Pz:::re B';’::SiFr;;lld?LS Vacuum Weight Length
mtr ft (DN | mm in mm in bar | psi | bar | psi | mm in kPa (in/Hg| kg/m | Ibs/ft | mtr ft
EHP512-12BK- | MXX | 100 | 19| 19,0( 0.75| 29| 1.14| 10,5| 150 31| 450| 75| 2.95| 94,8| 28| 0,57| 0.38| 40-61| 100
EHP512-16BK- | MXX | 100| 25| 25,4| 1.00( 35| 1.38]| 10,56| 150| 31| 450 100| 3.94| 94,8 28| 0,68| 0.46| 40-61| 100
EHP512-20BK- | MXX [ 100| 31| 31,8| 1.25| 42| 1.65| 10,5 150| 31| 450| 120| 4.72| 94,8 28| 0,83| 0.56| 40-61| 100
EHP512-24BK- | MXX [ 100| 38| 3871| 1.50| 48| 1.89| 10,5 150| 31| 450| 140| 5.51( 94,8 28| 0,97 0.65( 40-61| 100
EHP512-32BK- | MXX [ 100| 51| 50,8| 2.00| 63| 2.48( 10,5 150| 31| 450| 190| 7.48( 94,8 28| 1,70 1.14| 40-61| 100
EHP512-40BK- | MXX [ 100| 60| 63,5| 2.50| 74| 2.91| 10,5| 150| 31| 450| 250| 9.84| 94,8| 28| 1,98| 1.33| 40-61| 100
EHP512-48BK- | MXX [ 100| 80| 76,2| 3.00| 89| 3.50| 10,5 150| 31| 450| 300 11.81| 94,8| 28| 2,67| 1.79| 40-61| 100
EHP512-64BK- | MXX | 100 | 102| 101,6( 4.00| 116| 4.57| 10,5| 150 31| 450| 425| 16.73| 94,8| 28| 3,86| 2.59| 40-61| 100
EHP512-80BK- | MXX | 100 | 130| 127,0( 5.00| 145| 5.71| 10,5| 150 31| 450| 550( 21.65| 80,0| 24| 6,04| 4.06| 40-61| 100
EHP512-96BK- | MXX | 100 | 150| 152,4| 6.00| 172| 6.77| 10,5| 150 31| 450| 640|25.20| 80,0| 24| 7,57| 5.09| 40-61| 100
*Product also available in RD-Red
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Suction & Discharge

EHP500

Petroleum/Oil Suction & Discharge

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile with a single
steel helical wire and

anti-static copper wire

Cover: NBR blend

Operating Temperature:

-35°C to +70°C
(-31°F to +158°F)

Application:

« For suction and discharge
of petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry
« Paper/pulp industry
« Oil and gas exploration

* Ship building
* Tank trucks

* Waste hauling
« Batch plants

Refer to warnings and safety
information on pages O-1— 0-16.

A

Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# o Q1| M| X —

Part No. Hose I.D. Hose 0.D. “Ig::sgu‘::r Plit;:.ltre BZI::; iglal:i%s Vacuum Weight Length

mtr ft DN mm in mm in bar | psi |bar| psi | mm in kPa (in/Hg| kg/m |lbs/ft| mtr ft
EHP500-12BK- [MXX]|200| 19| 19,1| 0.75| 30,0 1.18( 10,5| 150| 31| 450| 95| 3.75|94,8| 28| 0,59| 0.40( 40-61| 200
EHP500-16BK- [MXX|200| 25| 25,4| 1.00( 36,0 1.44]| 10,5| 150| 31| 450| 110| 4.33|94,8| 28| 0,71(0.48| 40-61| 200
EHP500-20BK- [MXX|200| 31| 31,8| 1.25| 43,0 1.69| 10,56| 150| 31| 450| 140| 5.51|94,8| 28| 0,91( 0.61| 40-61| 200
EHP500-24BK- [MXX|200| 38| 38,1| 1.50( 49,0 1.93| 10,56| 150| 31| 450| 170| 6.69|94,8| 28| 1,17( 0.79| 40-61| 200
EHP500-28BK- [MXX|200| 45| 44,5| 1.78| 56,0 2.20| 10,5| 150| 31| 450| 210| 8.27|94,8| 28| 1,36( 0.91| 40-61| 200
EHP500-32BK- [MXX|200| 51| 50,8( 2.00( 63,0 2.48( 10,5| 150| 31| 450| 250| 9.84|94,8| 28| 1,65| 1.11| 40-61| 200
EHP500-40BK- [MXX|200| 60| 63,5| 2.50( 77,0( 3.03| 10,5| 150| 31| 450| 310(12.20| 94,8| 28| 2,13| 1.43| 40-61| 200
EHP500-48BK- [MXX|200| 80| 76,2| 3.00( 89,0 3.560| 10,56| 150| 31| 450| 380|14.96| 94,8| 28| 2,81( 1.89| 40-61| 200
EHP500-56BK- [MXX|200| 90| 88,9| 3.50(105,0( 4.13| 10,56| 150| 31| 450| 450| 17.72| 94,8| 28| 3,61( 2.43| 40-61| 200
EHP500-64BK- [MXX|200| 102| 101,6| 4.00| 117,0( 4.61| 10,56| 150| 31| 450| 510(20.08| 94,8| 28| 4,06( 2.73| 40-61| 200
EHP500-80BK- [MXX]| 100 | 130| 127,0( 5.00( 145,0( 5.70( 10,5| 150| 31| 450| 650(25.59| 94,8| 28| 6,21| 4.17| 40-61| 200
EHP500-96BK- [MXX]| 100 | 150| 152,4| 6.00( 170,0( 6.69| 10,5| 150| 31| 450| 750(29.53| 94,8| 28| 7,87| 5.29( 40-61| 200
EHP500-128BK- [MXX]| 100 | 200| 203,2| 8.00(228,0( 8.98( 10,5| 150| 31| 450| 750({29.53| 80,0| 24|14,42| 9.69| 40-61| 100
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Refer to warnings and safety
PetrO]eum A information on pages O-1— 0-16.

SU CtiO'ﬂ & Discharge Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

H0436 Light Duty Petroleum Suction & Discharge

EATON LIGHT DUTY PETROLEUM HOSE H043632
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Construction: Application: Markets: Type of Couplings:
Tube: Vinyl nitrile « For suction and discharge * Petroleum industry » Cam and groove
Reinforcement: 2-ply fiber of petroleum products * Paper/pulp industry « Combination nipple
with dual helical wire « Oil and gas exploration
Cover: Vinyl nitrile * Ship building Contact coupling manufacturer for
* Tank trucks attachment procedure and other
* Waste hauling coupling recommendations

Operating Temperature:

-40°C to +71°C
(-40°F to +160°F)

# o @ | M 3¢ —
Max Oper Burst Minimum

Part No. Hose I.D. Hose 0.D. | Pressure | Pressure | Bend Radius | Vacuum Weight Length

mtr ft [ DN | mm in mm in bar | psi | bar | psi mm in kPa (in/Hg| kg/m | Ibs/ft [ mtr ft
H043624- 100 38| 381| 150|508| 2.00( 70| 100| 28| 400| 127,0| 5.00( 94,8| 28| 1,58 1.06 100
H043632- 100 51| 50,8| 2.00| 63,5 2.50( 70| 100| 28| 400| 152,4| 6.00( 94,8| 28| 1,90 1.28 100
H043648- 100 80| 76,2| 3.00| 90,5| 3.56( 70| 100| 28| 400| 304,8|12.00( 94,8| 28| 2,86 1.92 100
H043664- 100 | 102| 101,6] 4.00|115,9| 4.56( 70| 100| 28| 400| 355,6|14.00( 94,8| 28| 3,97 2.67 100

EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014 1-27




o
@
—_
-—
=
(1°)
=
E

|

(=
(7]
(x)
-
[=1)
-

(-]
@

Petroleum
Discharge

EHP517

Petroleum/Oil Discharge
TS EN12115 NBR Type D

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile and dual
anti-static copper wire

Cover: NBR blend

Operating Temperature:

-20°C to +70°C
(-4°F to +158°F)

Application:
« For discharge of
petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry

* Paper/pulp industry

« Oil and gas exploration
+ Ship building

* Tank trucks

* Waste hauling

A Refer to warnings and safety
information on pages 0-1 — 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# (e} O || M -
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft mtr ft
EHP517-12- MXX'| 100 191 19,0 0,75 31| 1.22| 16,0| 230( 64,0| 920| 125| 4.92| 0,63| 0.42| 40-61| 100
EHP517-16- MXX'| 100 25( 25,4| 1.00 37| 146( 16,0| 230( 64,0| 920| 150| 5.91| 0,78| 0.52| 40-61| 100
EHP517-20- MXX'| 100 31| 32,0 1.25 441 1.73| 16,0 230| 64,01 920| 175| 6.89| 0,97 0.65( 40-61| 100
EHP517-24- MXX'| 100 38| 38,0| 1.50 51| 2.01| 16,0| 230| 64,0 920| 225| 8.86| 1,22| 0.82| 40-61| 100
EHP517-32- MXX'| 100 51| 50,8| 2.00 67| 2.64| 16,0| 230( 64,0| 920| 275|10.83| 2,01| 1.35| 40-61| 100
EHP517-40- MXX'| 100 60| 63,5| 2.50 79| 3.11| 16,0 230| 64,0 920 300(11.81| 2,31| 1.55| 40-61| 100
EHP517-48- MXX'| 100 80| 76,2| 3.00 92| 3.62( 16,0| 230( 64,0| 920| 350|13.78| 2,78| 1.87| 40-61| 100
EHP517-64- MXX'| 100 1021 101,6| 4.00| 118| 4.65| 16,0 230| 64,0 920| 450|17.72| 3,82| 2.57| 40-61| 100
1-28 EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014



Petroleum
Discharge

EHP515

Petroleum/Oil Discharge
EN1761 Type D

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile and dual
anti-static copper wire

Cover: NBR blend

Operating Temperature:

-20°C to +70°C
(-4°F to +158°F)

Application:
« For discharge of
petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry

* Paper/pulp industry

+ Oil and gas exploration
+ Ship building

* Tank trucks

* Waste hauling

A Refer to warnings and safety
information on pages O-1— 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

i o O || n —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft | mtr ft

EHP515-12- MXX'| 100 191 19,0 0,75 31| 1.22| 16,0 230| 48,0 690| 125 4.92| 0,63| 0.42| 40-61| 100
EHP515-16- MXX'| 100 25| 25,4 1.00 37| 1.46| 16,0 230| 48,0] 690| 150| 5.91| 0,73| 0.49| 40-61| 100
EHP515-20- MXX'| 100 31| 32,0| 1.25| 44| 1.73| 16,0 230| 48,0| 690| 175| 6.89| 0,94| 0.63| 40-61| 100
EHP515-24- MXX'| 100 38| 38,0| 1.50 51| 2.01| 16,0 230| 48,0 690| 225| 8.86( 1,19| 0.80| 40-61| 100
EHP515-32- MXX'| 100 51| 50,8| 2.00 67| 2.64| 16,0| 230| 48,0 690| 275(10.83| 1,96( 1.32| 40-61| 100
EHP515-40- MXX| 100 60| 63,5 2.50 79| 3.11| 16,0 230| 48,0] 690| 300| 11.81| 2,24| 1.51| 40-61| 100
EHP515-48- MXX'| 100 80| 76,2 3.00 92| 3.62| 16,0 230( 48,0 690| 350(13.78| 2,73| 1.84| 40-61| 100
EHP515-64- MXX| 100 | 102| 101,6| 4.00( 118| 4.65| 16,0| 230| 48,0| 690| 450|17.72| 3,71| 2.49| 40-61| 100
EHP515-80- MXX| 100 | 130| 1270 5.00( 145| 571| 16,0| 230| 48,0| 690| 635|25.00| 4,82 3.24| 40-61| 100
EHP515-96- MXX| 100 | 150| 152,4| 6.00| 172| 6.77| 16,0 230| 48,0| 690| 750|29.53| 6,14 4.13| 40-61| 100
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Petroleum
Discharge

EHP513

Construction:
Tube: NBR

Reinforcement: High-tensile
synthetic textile and dual
anti-static copper wire

Cover: CR blend

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

Petroleum/Oil Discharge
EN1360 Type 1

Application:
« For discharge of
petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry

* Paper/pulp industry

« Oil and gas exploration
+ Ship building

* Tank trucks

* Waste hauling

A Refer to warnings and safety
information on pages 0-1 — 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

# (@) Q|| ,M —
Max Oper Burst Minimum
Part No. Hose I.D. Hose O.D. Pressure Pressure Bend Radius Weight Length
mtr ft DN mm in mm in bar psi bar psi mm in kg/m | Ibs/ft mtr ft
EHP513-08- MXX| 100 121 12,7] 050( 21,5| 0.85| 16,0| 230| 64,0 920 60| 2.36| 0,34| 0.23| 40-61| 100
EHP513-10- MXX] 100 16| 15,9| 0.62| 26,0| 1.02| 16,0| 230| 64,0 920 80| 3.15( 0,48| 0.32( 40-61| 100
EHP513-12- MXX' 100 19] 19,0| 0.75( 29,0 1.14| 16,0 230| 64,0 920| 100| 3.94| 0,63| 0.36| 40-61| 100
EHP513-16- MXX] 100 25| 25,4| 1.00| 36,0 142| 16,0| 230| 64,0 920| 150| 5.91( 0,74| 0.50| 40-61| 100
EHP513-20- MXX' 100 31| 32,0 1.25| 45,0| 1.77| 16,0 230| 64,0 920| 175 6.89| 1,90| 0.74| 40-61| 100
EHP513-24- MXX| 100 38| 38,0 1.50| 51,0 2.01| 16,0| 230| 64,0 920| 225| 8.86| 1,24( 0.83| 40-61| 100
EHP513-25- MXX' 100 40( 40,0 1.57| 53,0( 2.09( 16,0| 230| 64,0 920| 225| 8.85| 1,29( 0.87| 40-61| 100
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Refer to warnings and safety
PetrO]eum A information on pages 0-1 — 0-16.

1 Use of damaged hase or improper use (-1
Dlscharge may result in bodily injury or property (=7
damage. Please consult Eaton catalog or E

Technical Support for proper application. i
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EHP504 High Pressure Petroleum Discharge g
)
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Construction:
Tube: NBR blend

Reinforcement: High-tensile

synthetic textile and
anti-static copper wire

Cover: NBR blend

Application:
« For discharge of
petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry

* Paper/pulp industry

+ Oil and gas exploration
+ Ship building

* Tank trucks

* Waste hauling

Type of Couplings:
* Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Operating Temperature:

-35°C to +70°C
(-31°F to +158°F)

O O E —
:I:I: Mag/?per BS\?
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
mtr ft DN mm in mm in bar psi bar psi kg/m | Ibs/ft mtr ft
EHP504-16- MXX | 100 25( 254 1.00 36 1.42 17,2 250 52,0 750( 0,65| 0.44]| 40-61| 100
EHP504-20- MXX | 100 31 32,0 1.25 43 1.69 17,2 250| 52,0 750( 0,86| 0.58| 40-61| 100
EHP504-24- MXX | 100 38| 38,0 1.50 491 1.93 17,2 250| 52,0 750( 0,97| 0.65| 40-61| 100
EHP504-28- MXX | 100 45| 44,5 1.75 56| 2.20 17,2 250 52,0 750( 1,23| 0.83| 40-61| 100
EHP504-32- MXX | 100 51 50,8 2.00 63| 248 17,2 250| 52,0 750( 1,39| 0.93| 40-61| 100
EHP504-40- MXX | 100 60| 63,5| 250 76| 2.99 17,2 250 52,0 750 1,79 1.20| 40-61| 100
EHP504-48- MXX | 100 80| 76,2 3.00 90| 3.54 17,2 250| 52,0 750 2,33 1.57| 40-61| 100
EHP504-56- MXX | 100 90( 90,0f 3.50 105| 413 17,2 250 52,0 750 2,96 1.99| 40-61| 100
EHP504-64- MXX | 100 102| 101,6| 4.00 17| 4.61 17,2 250| 52,0 750| 3,356| 2.25| 40-61| 100
EHP504-80- MXX | 100 130( 1270 5.00 144 | b5.67 17,2 250 52,0 750 4,65| 3.06| 40-61| 100
EHP504-96- MXX | 100 150| 152,4| 6.00 171 6.73 17,2 250| 52,0 750| 5,96| 4.01| 40-61| 100
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Petroleum
Discharge

EHP501

Construction:
Tube: NBR blend

Reinforcement: High-tensile
synthetic textile and dual
anti-static copper wire

Cover: NBR blend

Petroleum/Oil Discharge

Application:

« For discharge of
petroleum products

For use with petroleum
products with aromatic
content up to 50%

Markets:

* Petroleum industry
 Paper/pulp industry

« Oil and gas exploration
* Ship building

* Tank trucks

* Waste hauling

A Refer to warnings and safety
information on pages O-1— 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
» Cam and groove
» Combination nipple

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Operating Temperature:

-30°C to +70°C
(-22°F to +158°F)

@) £ —
:I:I: 7 Ma?per BS?
Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length
mtr ft DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft

EHP501-16- MXX'| 100 25( 25,4 1.00 35( 1.38] 10,5 150 31,0 450 0,57 0.38| 40-61 100
EHP501-20- MXX'| 100 31 320 1.25 42 1.65| 105 150 31,0 450 0,72 0.48| 40-61 100
EHP501-24- MXX'| 100 38 38,0 1.50 48| 1.89| 105 150 31,0 450 0,86 0.58| 40-61 100
EHP501-28- MXX'| 100 45| 44,5 1.75 55 2171 10,5 150 31,0 450 1,06 0.71| 40-61 100
EHP501-32- MXX'| 100 51 50,8 2.00 62| 2.44( 105 150 31,0 450 1,28 0.86| 40-61 100
EHP501-40- MXX'| 100 60 635 250 75| 2.95| 105 150 31,0 450 1,63 110| 40-61 100
EHP501-48- MXX'| 100 80| 76,2 3.00 88| 3.46| 10,5 150 31,0 450 1,98 1.33| 40-61 100
EHP501-56- MXX'| 100 90 90,0| 3.50 104| 4.09| 105 150 31,0 450 2,72 1.63| 40-61 100
EHP501-64- MXX'| 100 102| 101,6( 4.00 16| 4.57 10,5 150 31,0 450 3,19 2.14| 40-61 100
EHP501-80- MXX'| 100 130 1270 5.00 143| 5.63 10,5 150 31,0 450 4,46| 3.00( 40-61 100
EHP501-96- MXX'| 100 150| 152,4( 6.00 168| 6.61 10,5 150 31,0 450 b5,25| 3.53| 40-61 100

*Product also available in GY=Gray and RD= Red
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Petroleum
Discharge

H901

BOSTON BULLDOG™ Fuel Oil

EATON BULLDOG FUEL OIL HOSE H3124

Construction:

Tube: Nitrile rubber
(RMA Class A)

Reinforcement: Double fiber
braid

Cover: Vinyl nitrile rubber

Operating Temperature:

-40°C to +82°C
(-40°F to +180°F)

Application:

« For fuel oil transfer for
residential and/or
commercial delivery

Markets:
* Tank truck

* Petroleum refining
» Chemical processing
* Home delivery of fuel

A Refer to warnings and safety
information on pages O-1— 0-16.
Use of damaged hose or improper use
may result in bodily injury or property
damage. Please consult Eaton catalog or
Technical Support for proper application.

Type of Couplings:
* Reattachable

* Internally expanded
permanent attached

Contact coupling manufacturer for
attachment procedure and other
coupling recommendations

Max Oper Burst

Part No. Hose I.D. Hose O.D. Pressure Pressure Weight Length

mtr ft DN mm in mm in bar psi bar psi kg/m Ibs/ft mtr ft
H90120- 150 31 31,8 1.25 44,5 1.75 17,2 250 70,0 1000 0,93 0.62 150
H90122- 150 35 34,9 1.38 47,6 1.87 17,2 250 70,0 1000 0,99 0.66 150
H90124- 100 38 38,1 1.50 50,8 2.00 17,2 250 70,0 1000 1.1 0.75 100
H90124- 150 38 38,1 1.50 50,8 2.00 17,2 250 70,0 1000 1.1 0.75 150
EATON Industrial Hose Master Catalog - Global E-HOIN-SS001-E 2014 1-33

(-]
(=7
e
(1]
o —
(]
i
(=]
|
=
-
L
o
]
-
<]
Q.




Notes
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