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& 0 10 s [ﬂl[s COMPACT POWER CORD REELS

COXREELS® pc' Series Power-Cord Series is a unique compact addition to our
original line of power cord and light reels. This ground-breaking design sets a new bar as the
ideal cord management solution capable of fulfilling any commercial or industrial application where
space is limited. Modeled after the LG “Little Giant” Series, this Series is equipped with a continuous
radius grommet style power cord guide and a unique C-PEP™ Composite hub featuring excellent
chemical resistance and additional strength at cold temperatures.

PC" SERIES

SIZE
AWG / APRX. INDEX
MODEL ACCESSORY | \o'conp. | CORD FT. VOLTS | AMPS |

FOR INDOOR USE ONLY! All models rated at 115 volts, 60 hz single phase only.

PC10-3016-A [prdeine™@ | 16/3 | 30 | si0 | 115 13 14 1
PC10-3012-A - 12/3 30 SJ0 115 20 17 1
Quad “4 Plug”
Industrial
PC10-3012-B | Recentacke! 12/3 30 SJ0 115 20 18 1
. . Fluorescent Tube
PG SERIES - pee1 speciricarions (UL) Listed : Asosssories only Light - Shock

Absorbing &
| SLIPRING 4 PC10-3016-C  |Shatter Resistant' | 16 /3 30 | siTo | 115 0.3 15 1

« External heavy gauge CPC™ powder coated steel h
components cover for simple slip ring routine maintenance

Fluorescent Angle

» Electrical current runs through a 25AMP / 600V rated Light with Tool
slip ring PC10-3016-D |Tap Plug’ 16/3 30 SJTO 115 13 16 1
« Include 5' lead cable & grounding plug L ===
(except on less cord models) gcandescem
aged Drop Light
E DESIGN & STRUCTURE PC10-3016-E g’l“%,m' oo " 16/3 30 SJTO 115 13 14 1
= + Compact & lightweight spring driven cord reel save space & ”9“ B
o facilitate workplace organization =
=) . . . . . Duplex G.FC..
ppe |+ CoxComposite™ grommet with continuous radius design PC10-3016-F |New hdusiial | 16/3 | 30 | S0 | 115 | 13 16 1
= that does not pinch or catch the cord during operation Receptaclet
E . ﬁ%lli)g one p;?:&,":fﬁl\ steel base & support post for PC10-3012-F ‘% 12/3 | 30 | sl | 115 | 20 19 1
(5] W . . . With Cord,
- 2" solid steel axle & lubricated precision bearings for PC10-3016-X | Less Accessory 16/3 30 $J0 300 13 14 1
smooth rotation
BETRACTION PC10-3012-X ‘J 12/3 30 SJo 300 20 18 1
« Enclosed factory tuned & matched cartridge-style
spring motor PC10L-3016 [{®S000 | 16/3 | 30 | SJO | 300 13 11 1
NAn . T .
Non-corrosive CoxComposite™ ratchet hub with self PC10L-3012 1273 20 S0 300 20 » 1

lubricating bronze bearings secures cord at desired length

SIGNATURE FEATURES

« Professional grade heavy duty steel construction
« Durable proprietary CPC™ powder coat process
« Rolled edges & ribbed discs provide strength & safety 1 734" 109" 1012" 45%" 834" 214" 6"
+ Leading 2-year manufacturer’s limited warranty ——————"0verall Dimensions Base Mounting Pattern
+ Made in the U.S.A. - Sold & Supported Worldwide w

POSSIBLE FIELDS OF APPLICATION

« Power Tools » Workshops
« Light Source + Automotive & Fleet

- General Industrial Service Centers (=]
« Bench Mount « Service / Mechanic /

Utility Vehicles
« Manufacturing Plants qu
& Facilities

*Consult factory with 4 conductor requirements.

”[[l ”IM[”SI””S Technical Data Sheets Available On Website
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A WARNING: Cancer and reproductive Harm — See page
59 for more information — www.P65Warning.ca.gov
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POWER CORD REELS Pg $[ﬂlts

PC24-0016-A

’o%‘,
%y

COXREELS® pc Series spring driven “Power Cord” reels are heavy duty,
industrial grade power sources. They replace tangled extension cords and self-retract to
increase safety, productivity and efficiency. Modeled after the P and SH Series, the PC Series are
designed for long-lasting, trouble-free performance even under the most demanding conditions.

PC SERIES

0D ACCESSORY | WG | CORD | rype | yours | awips | APRX.| EZZCONL ) [Ty ’ i : 01 SI1E e
UR INDUOOR | All models rated a olts, 60 gle phase o
PC13-3516-A' | Single Industrial 16/3 35 |SJO| 115 | 13 | 34 - 1
PC13-5016-At | fecepacte’ 16/3 | 50 |SJO| 115 | 13 | 36 |E2-PC13-5016-A|[ 1
PC19-7516-A 16/3 | 75 [SJ0 | 115 [ 13 | 60 - 3
PC24-0016-A _ 16/3 | 100 | SJO | 115 | 13 | 73 |EZ-PC24-0016-A|[ 4
PC13-3512-A' '( 12/3 | 35 [sJo| 115 [ 20 | 37 - 1
PC13-5012-At 12/3 | 50 [ SJO] 115 | 20 | 40 [EzPC13-5012-A|| 1
PC19-7512-A 12/3 | 75 [sJo | 115 [ 20 | 67 - 3
PC24-0012-A 12/3 | 100 [SJ0o [ 115 | 20 | 81 [EzPc24-0012-A|[ 4
PC13-3512-B' | Quad “4 Plug” 12/3 | 35 [sJo| 115 [ 20 | 38 - 1 ’
PC13-5012-Br | "ustrial Recen 12/3 | 50 |SJO[ 115 | 20 | 41 |EZPC135012.B|| 1 : 3 p———
PC19-7512-B - 12/3 | 75 [sJo | 115 [ 20 | 68 - 3 (@) Listed a——— |
PC24-0012-B 12/3 | 100 [SJ0 | 115 | 20 | 84 [Ez-Pc24-0012-B|| 4 "
PC13-3516-C! flgﬁ;e&czgts glrjgiﬁgl.ight 16/3 | 35 |sdtol 115 | 03 | 35 1 WX Listed 11 F 0 5"'”""5 REEL SPECIFICATIONS
PC13-5016-Ct | Shatter Resistant" 16/3 | 50 |SJTO| 115 | 0.3 | 37 |Ez-PC13-5016-C|| 1 | SLIP RING 48
PC24-0016-C | 16/3 | 100 [SJTO| 115 | 0.3 | 75 |Ez-Pc24-0016-C|| 4 - External heavy gauge CPC™ powder coated steel
PC13-3516-D" | Fuorescent Angie Light | 16/3 | 35 |SJT0] 115 | 13 | 35 - 1 compfments cover for simple slip ring routine maintenance
PC13-5016-D1 | ith Tool Tap Plug® 16/3 50 |SJTO| 115 | 13 | 37 | EZ-PC13-5016-D 1 « Electrical current runs through a 25AMP / 600V rated
PC24-0016-D | WWE==%- ["45/3 | 100 [SJT0| 115 | 13 | 73 | Ez-PC24-0016D || 4 slip ring (35AMP on select models)
PC13-3516-E! | Incandescent Caged 16/3 | 35 [SJT0| 115 | 13 | 34 . 1 « Include 5' lead cable & grounding plug
PC13-5016-EF | IORON Wi ool 56550 [sur0 115 | 13 | 36 | EZPC1asoteE|[ 1 (except on less cord models)
PC19-7516-E a D 16/3 | 75 |sJ10] 115 [ 13 | 60 - 3 DESIGN & STRUCTURE (7
PC24-0016-E —r 16/3 | 100 [sJto] 115 [ 13 | 73 [Ez-Pc24-0016-E|| 4 - Single pedestal cord reel with space saving design g
PC13-3516-F' |Duplex GEC. Metal | 16/3 | 35 |SJO | 115 | 13 | 36 : 1 facilitates workplace organization S
';%11:;"'_’,"51:;2 i 12 ; g gg gjg Hg 12 gg EZ-PC13-5016-F ; + Guide arm adjusts to wall, floor & overhead positions oD
PC24-0016-F 16/3 | 100 | SJ0 | 115 | 13 | 73 | EZ-PC24-0016F || 4 - Solid one piece, heavy gauge V4" steel base & support post |~ §=
PC13-3512.F | = = 12/3 | 35 | SJ0 | 115 | 20 | 39 - 1 for maximum stability =
=5 : [
PC13-5012-F' - 12/3 | 50 [SJ0 ] 115 [ 20 | 42 [Ez-Pc13-5012-F || 1 « Coxreels’ exclusive Super Hub™ dual axle support system m
PC19-7512-F 12/3 | 75 | SJo| 115 | 20 | 67 R 3 on models with size index #3 & #4 —
PC24-0012-F 12/3 | 100 | SJO | 115 | 20 | 83 |EZ-PC24-0012-F 4 + 1" solid steel axle & lubricated precision bearings for
Lr;d_rl:tstrial Duty LED smooth rotation
PC-13-5016-H! g“/ e 16/3 | 50 |SJTO| 115 | .17 | 37 |EZ-PC13-5016-H|| 1 RETRACTION
Super-Bright LED Light « Controlled retraction speed up to 80% slower on
PC-13-5016-K | Wih ool TaponHandie | 16,3 | 50 [gyT0| 115 | 17 | 37 |EZ-PC13-5016-K || 1 EZ=C®IL models :: See page 7 for details m
Samge=r), « Enclosed factory tuned & matched cartridge-style qu
Compact Super-Bright spring motor ]
PC-13-5016-M L.Em | 1673 | 50 |SJTO| 1154 17 | 37 |EZPCI35016-M|| 1 « Non-corrosive stainless steel spring, pawl & zinc ,%
PC19-7516-X | With Cord, - 1673 175~ 1500 | 115 | 13 | 60 - 3 plate_d rat_(:ﬁet . ®
PC24-0016-X | -658 Accessory 16/3 1100™15J0 | 115 | 13 | 71 |EZ-PC24-0016-X 2 . Mul_tl-posmon lock ratchet mechanism secures cord at
PC13-5012-X'" 12/3 | 50~ [ SJ0 | 115 | 20 | 40 |Ez-Pcis-5012X|[ 1 desired length
PC19-7512-X 12/3 [ 75~ [sso [ 115 [ 20 | 66 - 3
PC24-0012-X w 12/3 [100~]sJo | 115 [ 20 | 81 [Ez-Pc24-0012-X|| 4 SIGNATURE FEATURES
PC17-3510-X't 10/3 [ 35~ [ so [ 115 30 | 62 . 2 « Professional grade heavy duty steel construction
PC17-5010-Xtt 10/3 |50~ | so [ 115 | 30 | 67 - 2 « Durable proprietary CPC™ powder coat process
PC13L-5016"" | Less Cord, 16/3 | 50* |SJO | 115 | 25 | 31 | EZ-PC13L-5016 || 1 « Rolled edges & ribbed discs provide strength & safety
T e | © Leading 2-year manufacturerslimited warranty
PC13L-50121t 12/3 | 50* [SJ0 ] 115 [ 25 | 29 [ Ez-Pci3L5012 || 1 Made in the U.S.A. - Sold & Supported Worldwide
PC19L-7512 12/3 | 75* [sJo | 115 [ 25 | 53 - 3
PC24L-0012 12/3 [100*[sJo | 115 [ 25 | 64 [ Ez-Pc24L-0012 || 4 POSSIBLE FIELDS OF APPLICATION
PC17L-5010't 10/3 R 115 | 35 | 49 . 2 « Power Tools « Automotive & Fleet

*Consult factory with 4 conductor requirements. **When not using specified cord type capacity may vary.

”[[l ”IM[”SI””S Technical Data Sheets Available On Website

1 812" | 1474" | 13142 5" 6" 3" 5"
2 11" 1854" 17" 6" " 4 5
3 1018" [ 21" 191" 6" 6" 4" 5"
4 1014" | 2512" | 24" 6" 6" 4" 5"
Overall Dimensions Base Mounting Pattern —
o —==,
Ha
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Service Centers
« Construction Sites
« Workshops

« Light Source
« General Industrial
« Manufacturing Plants

ACCESSORIZE YOUR REEL : pe 52 9}3‘:

« Mounting Brackets « Assorted Reel s

Accessories

WARNING: Cancer and reproductive Harm — See page
59 for more information — www.P65Warning.ca.gov
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COMPACT HAND CRANK HOSE Iizy SMIts L5
CORD OR CABLE STORAGE REELS %>
COXREELS® 112Y Series hand crank hose reels are lightweight, compact,
versatile reels to store and maintain your hose or cord. Save time and effort while
increasing the safety of your work environment. The standard 112Y reels feature a sturdy “U” shaped

frame and all steel construction make this one tough little reel. The 112Y-CM reels have a high
quality one piece 1" steel tube frame structure.

”zystﬂlts - ALL REELS SUPPLIED LESS HOSE / CORD

LESS HOSE / CORD

SIZE
CABLE I.D.* HOSE I.D. APRX. INDEX
L 8/3 10/3 12/3 16/3 35" 12 LBS. |
112Y SERIES
112Y-4 40 75 150 300 50 30 10 1
112v-8 80 135 300 - 100 55 14 2 H121CM Serles .
112Y-12 150 225 - - 150 75 20 3 \
112Y-CM SERIES - canoy mount T12Y Series
112Y-8-CM 80 135 300 - 100 55 13 4
112v-12-CM | 10 | 28 - i 150 s 19 > 112Y SERIES - pecL sPeciFicaTIonNS
*Cable length based on SJ cord type ”P[” Pﬂlll'
BEEL DIMENSIONS ectvical pata sheets Avaitable on website - Professional grade, compact & lightweight hand crank reels
to store & maintain hose, cord, cable, wire, rope, tape,
w H L X Y M N 9 Dw chain & more.
1 121" 131" 12" 6" 6" 4" 3" 515" 41" + Open drum design for no hassle hose wrap
2 1534 131" 1o 91" 6" 510 g 51/n 8" . ggfdnoﬂog L(I)er: easy pass through for any type of hose,
3 201" 131" 12" 14" 6" 10" 3" 512" 122" * Hose, cord or cable not included.
4 16%" | 1434 13" 112" | 109" | 101" 514" 514" 8" DESIGN & STRUCTURE
5 207" 143 13" 16" 105" 15" St 51 121" - Solid one piece 10GA steel “U” shaped frame
Overall Dimensions Base Mounting Pattem Oram + Base has holes for temporary or permanent installation
. . « Adjustable tension brake to prevent “free-wheeling” during
112V Series w T12Y-CM 39";3 operation, transport or storage
« Control bar prevents hose, cord or cable from slipping off
— the discs
[ bw— « (On 112Y-CM only) High quality one piece 1" steel tube
f b frame structure
[ ’f * (On 112Y-CM only) “Caddy Mount” offers
- convenient portability
N § RETRACTION
X + Direct hand crank rewind
— ) SIGNATURE FEATURES
- Professional grade heavy duty steel construction
| ; « Durable proprietary CPC™ powder coat process
[ N * Rolled edges & ribbed discs provide strength & safety
j&; + Leading 2-year manufacturer’s limited warranty

« Made in the U.S.A. - Sold & Supported Worldwide

) POSSIBLE FIELDS OF APPLICATION
[ COXREELS®FEATURE | - Hose, Cord & Cable Storage - Mobile or Stationary Units

« Residential/Commercial/

The access port & open drum Industrial Use -
allow for quick & easy use of hose ) ACCESSORIZE YOUR REEL - ps 52 ‘9}3.
- 0-Rings & Swivels - Hoses &
The open drum & access port lets the hose/cord/ « Assorted Reel Accessories

cable quickly & easily pass thru to the center of
the drum where it can be quickly wrapped up for
easy storage.

Easily adjustable
length of storage lead

JINVHI ANVH

& WARNING: Cancer and reproductive Harm — See page
59 for more information — www.P65Warning.ca.gov

www.coxreels.com - 1.800.COXREEL. COXREELS J9




N
LARGE CAPACITY STORAGE HOSE REELS ST”HAE[ ”[[ls ’w‘%’

COXREELS® storage hand crank and motorized reels have the features
demanded by industry professionals. These features include a CNC robotically heavy duty spun
and ribbed discs with rolled edges for added strength, safety and durability and a sturdy all-welded
“A” frame built to efficiently handle the most demanding storage tasks on either stationary or mobile
units. These innovative models were selected from Coxreels standard series to handle long length

of various materials including but not limited to hose, collapsible hose, power cord, cable, rope, wire,
barbed wire, tape, and chain.

STORAGE MoDELS - vor nur stomace ress nee LISTED, PLEASE CONSULT FACTORY FOR MORE MODELS.

1125 SERIES 1175 SERIES 1185 SERIES
AR AR ER AR AR AR AR
o n o (=] o o 0 0
o oN o n o o o o
9 Q 9 9 - 9 ] Q
N N 0 0 X X o 2
n n
& & & 4 @ @ 8 ]
- - - - - - -
- - - - - -
' | 3,250 4,875' 6,500' 7,600' 5,600' 9,750' | 14,110' | 23,250’
3" | 1,475 2,225' 2,975' 3,450' 2,435' 4,305' 6,100' | 10,135'
o0 T | o T isor |z 2310 | 335 | 5575 - STORAGE SERIES - nee: speciricarions
54" 525' 775' 1,060' 1,225' 785' 1,400’ 2,255' 3,665' | DESIGN
34" 335' 500" 675' 775' 605' 1,055' 1,400' 2,375' « Hand crank & motor driven reels to store & maintain long
Hose | 1" 810 265 350" 10 285 515 770 1,275 length of hose, cord, cable, wire, rope, tape, chain & other
ROPE, | 174" 100 165 295 260 195 350 560 915 . Efft;.i!f._g%/&)no swivel & no riser, for storage only (Model with
1M ' ' g ' ' ' g g .
bl T fe Lo boor [on Lo [ os ] Sy famo o iy
2" 30' 50' 60' 75' 65' 125' 190' 310' STRUCTURE
2 25 5 55 65 65 105 10 190 . /?‘Iale\{v:tlﬁiu%c:usrt:el “A” frame construction to strengthen the
1M ' ' ' ' ' ' ' '
23/2" ZOI 40| 50. GOI 3OI GOI 110| 180| « Each of these reels is built on the strength of their standard
294 15 35 45 55 30 55 100 175 series with their own unique features & benefits
3" 10' 15' 20' 20' 25' 50' 50' 95' RETRACTION
L _ 200: 290: 380: 475: 350: 540: 930: 1'529' - See page 40 For 1125 Series features
Lay [ 1 140 210 285 330 120 245 325 595 - See page 41 For 1175 Series features
FLAT [ 2 95' 140’ 190’ 220' 90' 205' 270' 490' - See page 42 For 1185 Series features
HOSE | 215" 70' 105' 140' 165' 80' 185' 270' 430'
3" 55' 85' 110’ 130’ 70' 160’ 240’ 280'
APRX. LBS. 39 48 55 59 70 83 109 169 SIGNATURE FEATURES
w 1 2 3 4 5 6 7 8 + Professional grade heavy duty steel construction
« Durable proprietary CPC™ powder coat process
* Rolled edges & ribbed discs provide strength & safety
MW' ”” 0”’0”5 When ordering, suffix the model number with selection below. NOTE: Add 5 Ibs to ship weight if reel is crated « Leading 2-year manufacturer’s limited warranty
m TYPE DESCRIPTION ADD ON APRX. LBS + Made in the U.S.A. - Sold & Supported Worldwide
A AR - 4 VANE ALUMINUM BODY AIR MOTOR 8
A e : POSSIBLE FIELDS OF APPLICATION
c FRONT HAND CRANK BEVEL GEARED CRANK 3 * Hose * Wire
E 12V DC, /3 HP REVERSIBLE 13 + Collapsible Hose « Barbed Wire
ED 12V DC, /2 HP EXP. EXPLOSION PROOF, REVERSIBLE 26 « Power Cord + Tape
EF 24V DC, /3 HP REVERSIBLE 13 + Cable + Chain
EB 24V DC, /2 HP EXP. EXPLOSION PROOF, REVERSIBLE 26 * Rope ...and much more
EA 115V AC, 1/2 HP EXP. EXPLOSION PROOF REVERSIBLE AC RECTIFIED 26 f"s =
*
EJ 230VAC, 2 HP EXP._| _EXPLOSION PROOF REVERSIBLE AC RECTIFIED 2 ACCESSORIZE YOUR REEL : e 528 > o
H HYDRAULIC END PORTED %16-18 UNF 6 - 0-Rings & Swivels « Hoses ‘ U‘ & 5'
« Stacking Brackets « Assorted Reel Accessories =
”[[[ ﬂIMfIISIﬂ”S Technical Data Sheets Available On Website * Roller Brackets H
w H Y o
AR / L X @ | bw
CRANK | ELEC. | Lvn |CRANK | ELEC. CRANK | ELEG. w
1 2374" | 25%4" | 23" | 18%4" | 19v4" | 175" | 17%" | 153" | 16" | 6w [ 12 e Dw—
2 2974" | 31%4" | 29" | 18%4" | 1914" | 175" | 23%" | 153" | 16" | 6¥" [ 18"
3 3714" | 38" | 353" | 18%4" | 1914" | 175" | 29%" | 153" | 16" | 6¥a" | 24 o ) Py -
4 414" | 42" | 393" | 18%4" | 1914" | 175" | 33%" | 153" | 16" | 6¥4" | 28" o e >
5 243" | 26" | 241%" | 268" | 2614" | 24" 17" 2018" | 204" | 1012" [ 111" o o E
7/ 1/o" " 1/q" 1//" " /oM 1//" 1/" 1/o" " =2
6 3274" | 342" | 33" | 264" | 2618" | 24 251/ 2018" | 204" |1012"| 20 N y o
7 323" | 349" | 3174" | 30" 30" 28" 251" | 2414" | 241" | 101" | 20" . a— =
8 453" | 475%8" | 4474" | 30" 30" 28" 381" | 2414" | 241" | 101" | 33" . :z>
——— . el Dimensions Base Dram & WARNING: Cancer and reproductive Harm — See page =
59 for more information — www.P65Warning.ca.gov
o —==,
j{ a ® ,
LIS/AS www.coxreels.com - 1.800.CONREEL. COXREELS




